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ABSTRACT

An Al-Cu-Li-Zr alloy, recently registered as 2090, vith 7 percent

lower density and 10 percent ".>iqher elastic modulus, has been introduced

as a ronlacment for the 7075-T6 alloy. The purpose of this research is

to investigate the applicability of thermomechanical processing methods

-evelooe&! at NPS for materials including Al-Mg and AI-Wg-Li alloys, to

the 2090 alloy. The material is hot worked, cold worked, agcc 3nd warm

rolled to a total true strain of about 2.4. Tensile tests were

conducted at different temperatures and strain rates allowing a

determination of the effect of the processing on microstructural

evolution and the supoerplastic behavior of this material.
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I. NTRDUCTION b

Spurred by the competition from other materials such as composites,

the Aluminum industry has intensified research in order to retain the

airframe structural materials market. Considerable emphasis has been

placed on Lithium containing Aluminum alloys owing to weight savings and

improved strength capabilities. Lithium decreases the density of

Aluminum alloys by three percent for every one weight percent of Lithium

added. Used to replace conventional materials, these alloys promise to

trim as much as seven tons from an 80 ton jet airliner. The Al-Li

alloys look so promising that ALCOA recently expanded its facilities to

produce one such alloy called Alithalite for supply to airframe

manufacturers. This alloy, 2090, a replacement for 7075 Aluminum, is 7 V

to 8 percent less dense. Testing also demonstrates 10 percent more

stiffness for a given weight and also good superplastic forning

capabilities. It is suggested that Aluminum-Lithium based alloys could

initially replace alloys 2024, 7075 and 2014, and second generation

versions could rerlac2 2124, 7475 and 7050.

Con mercial Aluminum-Lithium alloys such as 2090 need to be stretched

Drior to agin- in order to obtain optimum strength and fracture

toughness combination. The stretch requirement has been an obstacle to

their use as superplasti- forming materials. The effect of stretching '..

on the rreci.)itation kinetics and the relationship between precipitate

size and distribution and mechanical properties has been a -ul-ject of

extensive research.

i-?
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It is pos.ible to induce superplastic behavior in Aluminum-Lithium

based alloys, either by the use of the "Rockwell" processing route to

yield a fully recrystallized fine grained, structure before commencing

superplastic deformation or by employing the "Supral" processing route

in which the starting sheet is in a rolled condition before superplastic

deformation corences and the fine grain size is generated

simultaneously with the forming operation. The goal of this work is to

apply the knowledge gained from research on Al-M-Li-Zr alloys to the

Al-Cu-Li-Zr (2090) alloy using thermomechanical processing which is more

closely akin to the "Supral" processing route. The intention is to

produce a uniform distribution of fine second phase particles by a

combination of cold rolling and aging heat treatments such that a

fine-grained structure may be developed from the as-rolled structure.

The research on the Al-Mg-Li-Zr alloys has demonstrated superplasticity

to be attainable at lower temperatures and higher strain rates than with

the "Rockwell" or "Supral" processes. This is the result of a much

finer 2-5 pm grain size. Superplastic deformation at lower temperatures

with such refined structures appears less susceptible to cavitatim, and

the refined structures may also alter precipitation kinetics in

subsequent precipitation hardening.

12



A .M ALLIU ALO SYSEM

here are several apciications whe- re su;per-pur,,l-, a!lu (9.9 .

A, minimum) is used, e.. the manufacturina of lectrolytic- capacitorN

foil, but usually when we use the word "Aluminuzm" we mean an Aluminum

alloy. The preeminent reason for alloying Aluminum is to increase the

mechanical properties: strength, hardness and resistance to fatigue wear

or creep. The major alloying elements used with aluminum are Cu, Mn,

Mi, Zn, and now Li.

Unalloyed Aluminum is a single-phase material and in optical

microscopic examination only grains and grain boundaries can be seen.

Solid solutions formed with pure aluminum, by any of the alloying

elements, exhibit the same microstructural appearance. Their phase

diagrams with Al have a solid-solution region located at the Aluminum '

end. When the alloying element content exceeds the solid solubility

limit, a second phase is produced the composition of which depends on

ratios and total amounts of alloying element present. These phases are

more complex in ternary or higher order alloys. Using spoecific

thermomechanical processes the amount, shape, size and distribution of

the second phase can be controlled and the alloy can attain specific

desirable properties.

A. A1uminum-Copper System

Copper is a basic alloying element for aluminum and forms

important families with other alloys. ihe addition of copper increases



the strength at low temperatures by heat treatment, while at high

temperatures by the formation of intermetallic compounds. Binary Al-Cu

alloys containing 39 Cu or more exhibit natural aging after solution

heat treating and quenching. Strength and hardness increase by

increasing both time of natural aging and increasing copper content of

the alloy from 3% to the limit of solid solubility (5.65%). During

aging of Nluminum-Copper alloys, a series of second phase precipitates

form before the stable 0 phase is oroduced. Localized concentrations of

copper atoms form GP-I, Guinier-Preston zones, at room temperature

enhancing the alloys hardening. GP-I zones consist of two dimensional

copper-rich regions of disc-like shape, three to five nm in diameter,

0
oriented on (100) planes. At temperatures of 100 C and higher more

copper atoms diffuse until GP-I zones disappear to be replaced by

disc-like GP-I! zones, or 0" phase. 0' phase is three dimensional and

has an ordered atomic arrangement. Later 0' is dissolved and transition

plate-like 0' phase forms, semicoherent with the solid solution lattice,

having the same composition with the final incoherent, plate-like,

stable 0 phase (CuAl2). The precipitation sequence can be written as:

Supersaturated Solid Solution GP-I-GP-II or E"--0'---e.

In Figure 2.1, the binary Aluminum-Copper Phase Diagram is shown. [Ref.

2. Aluminum-Lithium System

Reduced density and increased elastic modulus are the two

benefits characteristic of Aluminum-Lithium based alloys which have been

quickly and widely recognized. Extensive evaluation of the material has
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been carried out by many aircraft manufactures. The addition of up to

4% Li to Al and its alloys improves the strenqth-to-weight and

stiffness-to-weight ratios with each wt % Li, resultinq in about 3%

reduction in density and 6% increase in Young's modulus [Ref. 2,3].

Aluminum-Lithi_-n alloys rely upon precipitation hardeninq to develop

high-strength and the extensive homogeneous precipitation of the

metastable, spheroidal S' phase (Al3Li) is widely reported to act as the

primary strengthening mechanism [Ref. 3,4]. Dissolution of S' phase

leads to the stable plate-like S phase (AlLi) and the precipitation

sequence can be summarized as follows:

Supersaturated Solid Solution--oS" (Al 3Li)-S(ALi)

The phase diagram for the Aluminum-Lithium system, proposed by Si-li and

Sanchez [Ref. 5] Figure 2.2, shows the two phase boundaries for AILi

and AlLi.

3. Aluminum-Zirconium System

Zirconium is a minor addition to some aluminum alloys in which

it forms a fine precipitate of intermetallic particles, in the form of

Al 3Zr, that control grain size an< inhibit recrystallization durin g

fabrication and heat treatment. 7irconium, in the range 0.1 to 0.3%,

acts as a grain-refiner and also increases the recrystallization

temperature 'i, wrought products of several Aluminum alloy systems. The

grain size control through of use zirconium has many purposes, which

include high fracture toughness, good forming characteristics,

resistance to stress corrosion cracking and superplastic deformation.

Al 3Zr precipitates are spheroidal ind coherent with lattice. They are

16
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small in size, approximately 200 A in diameter, [Ref. 6]. These small

particles are effective in pinninc grain boundaries and slowinq down

grain growth [Ref. 7,81, even with a quite low volume fraction present

in the alloy. In Figure 2.3 the binary Al-Zr phase diagram is shown

[Ref. I].

.. Aluminum-Coper-Lithium-Zirconium System

As in the binary Al-Cu system, the addition of several weight

percent Cu to Al-Li alloys increases the strength of these materials,

largely through an influence on the stable and metastable equilibria and

the related sequence of precipitation reactions. Thermomechanical

treatments of these alloys, as is all Aluminum alloys, are usually

designed to avoid precipitation of large, incoherent second-phase

particles. These are generally thou :ht to be harmful to the mechanical

properties of the alloy if they do not have the required shape, size and

distribution.

In the aluminum-rich corner of the Aluminum-Copper-Lithium alloy

phase diagram, there are three possible compounds in equilibrium namely

T T, and TB as shown in Figure 2.4 [Ref. 4]. The T1 phase (Al2 Cul.i)

has a plate-like morphology shape with a hexagonal crystal structure (a

0 0
- 4.97 A and c = 9.34 A). The T2 phase (Al 2Li 3Cu) has a cubic structure

2
(a = 13.914 A) and the TB phase (Al 7.5 LiCu1 ) has a cubic structure (a =

0
5.83 A) [Ref. 101. A new phase, designation I, of unknown composition

has also been reported by Cassada [Ref. 9]. The I-phase exhibits

five-fold diffraction symmetry and the mechanism for its formation is

nucleation and growth. Several metastable phases have oeen suggested to

.% **;" - % .. ". ... %* -".
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form in the Al-Cu-Li alloys [Ref. 10,11,12,13]. These phases are T '
, , S (Al Li), 6' (Al Cu), 8" and GP zones.. The T and T are

?,) B' 3 2 '1. 2 r

considered to be precursors to the equilibrium T, and T2  phases but21
their structures are still unknown.

Precipitation in the Al-Cu-Li system is complicated and Sanders

[Ref. 1] has summarized th, precipitation sequence as follows:

GPZ - 0" -0' - 9

a(supersaturated) -. T,(Al2CuLi)

S' (Al3Li)- S (AlLi)

Because zirconium is present in the system, the P, phase (AIZr)

precipitates which exhibits a spheroidal shape, with size ranginq from

100 to 300 A, and acts to control grain growth and provide added

strengthening. it is formed by a peritectic reaction and its melting "

point is 1577 0C.

B. ALIT-HALITE ALLOY 2090

ALCOA's 2090 alley is an Al-Cu-Li-Zr alloy belonging to the first

generation of ALITHALITE Aluminum-Lithium alloys and has been introduced

to replace the high strength 7075-T6 alloy currently used in aircraft

structures.

Alloy 2090 has 7% lower density and 109 higher elastic modulus than

7075-T6. It is being produced as sheet, plate, extrusions in a T8

temper condition, and as forarings in a T6E203 condition. A'coa

reaistered the composition of 2090 with the Aluminum Association in

2!

'I-



1984. The composition 2090 is listed in Table 2.1 while its physical

and mechanical properties are in Tables 2.2 and 2.3 respectively [Ref.

15,'6]. The fatigue resistance of 2090 and generally of all other

Aluminum Lithium alloys show a significant natural improvement over the

non-lithium iluminum alloys .which they intend to replace. Northrop

Aircraft Division has tested a sample of 2090 alloy from mill-fabricated

-14mm thick plate using a tension-dominated, lower-uiln load spectrum

from an F/A-18A aircraft. The same spectrum of load conditions was used

for testing 2024-T351, 2020-T651, 7075-T7351, 7075-T650 alloys. The

results revealed an increase in fatigue life by more than a factor of

five, usina 2090 instead of using the other alloys which are considered

to be the most resistant to fatigue crack growth.

The upgraded fatigue resistance, the density reduction and the

increase of elastic modulus, which alloy 2090 provides, are properties

attractive to the aerospace industry. Structural weight reduction,

because of density reduction, is a very efficient means of improving

aircraft performance and the increase in elastic modulus allows greater

load-carrying capability in stiffness-critical aircraft components. r

C. SJPERPLASTTCITY

Superplasticity is the ability of some alloys to exhibit very large,

neck-free tensile elongations under certain processing conditions.

Common superplastic alloys exhibit elongations of 500 to 1000%, but

alloys exhibiting elongation to fracture above 200% are considered

superplastic. For comparison, normal materials exhibit elongations loss

than 100% at elevated temperatures.

22
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(',nposition of -'09U, Pt __

Nominal 2. 2 o. 7 0.12"

.Minimum 1.9 2.4 0.08...
Max i mu 2.6 3.0 0.!5 0.2 0."2 (7. "0

Table 2
Physical Properties of 2090

Density, g/m _. 07.

Melting Range 0C -6I-p88

Thermal Conductivity J/([sec cm2C]/cm O.834-0. '2- '

Linear Coefficient of Thermal Expansion

006 0
20-100°C 16.2 x 10 m/m/ C

Specific Heat at 1000C 1203 (J/kg k)

Table 3
Mechanical Properties of 2090

Desired Obtained*

Ultimate Tensile Strength (MPa) 538-579 545

Tensile Yield Strength (MPa) 496-524 516

Compressive Yield Strength (MPa) 489-510 -

Elongation (%) 8-10 6.5

Toughness Kic (MPa m) 27.5 .

Elastic Modulus (GPa) 75.8

* Lnnqitudinal direction for plate 160mm thick.
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I n 9034 Pearson 'q nrTtd rO elc .... a on in a Sv,-Pi alirov bu t

int(erest in -dwncmenon, so tr.at s-rmole superplastic forming of a ~d

raneoi o: comryrcla, illcwvs into C-omr lex shaoes is no,: being carried out.

'6.hen. suLocr:Iastic formuno7 is- used, man" sonarate Darts are combine into

one and fcrmed as a monolith-ic structure. 7:n this way there is a

reduction in the :,;uriLbr of Darts, fasteners, costs associated wit>

. ,.

materials, fabrication, assembly, rnsoctu.n, installation and in .-

maintenance time and labor.

How does superplasticity in an allo work? the occurrence o-f

suner-I'astic~t depends on both the processinic and the material. From

Se u c ' rocessnnt the natria , strnin raote and tsociated: -

w croticala factors for superplastic forming. in su -ranaS cf

ma-rLI ...s t fIo-, stress is hichlv strain-rate sensitive. There

._h:iracterlstic . i,_rmoiaal relationship between the flo., stress and stra:n .

rate clotted on logarithmic scales, Figure 2.5a [Ref. 181. Portion= of

the curve of Ficure 2.5a may be described bv the formula: %

-:here a is the flow stress, i is the -train rate, k is the materi3l

constant that 6epends upon test temyoerature, the microstructure and

defect structure of the specimen and m is the strain-rate sensitivity

coefficient.
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II
The strain-rate sensit;i'v coefficient, m, describes the capacity

t"e Mrnteri; to resist nec'<in7, and has been used as a criterion to

aas srcvy. s{ : mvtani of uner.lastic dcformation. Fr , entlv in

tin.- t m;re n is reported as the slope of the lno versus ln( curve,

..... re _. cdefined as:

m = -

For rmany' s;poerslastic materials, the siamoidal curve is divided into

-7 !ons. In rc,ions I and 3, at low and hizh strain rates

...s less than 0.3 but in region 2, m is greater than 0.3

ann t:i- recion 1s the sucerclastic region where large elongations

ocur. -r ast c gloys 7enerally have m values near to 0.5 and

4 1 -
ec 7 TLn -train-rates for thi_ ot:een 10 and 10 . The stress

v* ' -r- r. reI t a. ant m alue in narticular doen on

?rma~ior. mecanismns in turn determined bv the microstructure of the

. . a... re-onnzed [Ref. :8,19] that the orinciole

=ef nat on mechanism in sunerplasticity is crain boundary sliding

acCOrTMCt-ted by either climb-controlled slip or diffusional processes.

Bcause of this recuirement for diffusion, the ohenomenon is seen at

elevated temoeratures, usually 0.4 to 0.7 T where T is the melting
m m

temoerature. A fine orain size will minimize diffusion distances and

thereby facilitate the crain boundary sliding and superplastic response.

The crain boundaries are thought to be sinks and sources for vacancies

in supernlastic flow and thus high-angle boundaries are also a

,rer c<uisite in addition to fine and equiaxed arains to enhance the

26
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slidin-, t is often seen that thp :tr:.r here t rs iis

rinsize an:. n r Tu ~~ i :1 bm

r- _ - - _ .f the bcunr]dJ :< i!sc r: c' -'. :.. , -aracter.

Usuallv, oraun size in the ran'e of s- - is necessary to achieve

suoe rrast c resoonse and this re-uires the cresence of a second phase

to stabilize the -rains and retard thr cr o,.<th at elevated

SIerat Ur es.

Several phvsccal models have been used to derive constitutive

:c'laticns for hi- temnerature deformationt at, :In. into accouhnt grain

bou.ndi3ary slidino, diffusional creer and dislocation creep mechanisms as

,:',l as several other deformation mechan:_ms 'hich contribute to

s, rIs a ic, t v. Most of the theories not entirely e A

model 7ro-osed by Ashiby and Verrall assumes that the rate of crain

C -u1-.sarv E 1 is liri teo -" thc. r3-- of the "rocess nrovy-: -

3ccoimocation strains at cirain boundary trt le 'unctions, i;hich they

crnscer to occjr bvr diffusion. Th- rroocre: ena3tion is the fcl!ou,.:n-

1 6eof.2r] 3. 6D ADvG

IC TdZ d dv J KT[J

crain boundary sliding - dislocation creep

diffusional creep

.:here c is the strain rate, o is the applief stress. f -0-- the atomic

volume, b is the Burnr'r vector, d is t*e -rain si.-, S is th -train

boundary width, Db is the bulk diffusivity, Dv is the rain boundary

diffusivity, F is the crain boundary energy, G is the shear modulus, n,A
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are the constants, k is the Bolzman constant and T is the temperature.

The above ecuation can be used to describe deformation in single and

quasi-single phase alloys, but for more complex alloys further

assumptions and qualifications are needed. Although there is not a

completely accurate physical model to describe superplasticity, the

existing models can be used to identify the primary material parameters

that control the strain-rate and temperature ranges where extensive

superplasticity occurs.

D. PREVIOUS INVESTIGATIONS AT NPS

Previous work at the Naval Postgradute School has centered on the

AI-Mc-X system and through specific thermomechanical processes

suerplastic response of the material has been attained. In Aluminum

Magnesium alloys the material is homogenized and then comes to a

temoerature where concurrent precipitation of the intermetallic P phase

(A Mq , while working the material, takes place. The objective in the

* microstructural sense is to achieve an interaction between the

dislocation structures and the precipitating particles. The

inter-metallic needs to be moderately coarse, 0.5 to 1.0 pm. In order to

interact with and stabilize the microstructure. If it is coarser, 2 to

3 it seems that these particles promote discontinuous

recrystallization and a resultant coarse microstructure which is not

superplastic. It has been demonstrated by Hales and McNelley [Ref. 211

that the dislocation structures produced by such processing recover to

form boundaries of 20 - 70 misorientation. The superplastic response,

28



even at such small misorientation, suggests these boundaries to be of

sufficient misorientaiton to sustain superplastic flow processes.

E. OBJECTIVE OF THIS RESEARCH

The objective of this research is to investigate the applicability

of the thermomechanical processing developed at NPS for other materials,

including Aluminum-Magnesium and Aluminum-Magnesium-Lithium alloys, to

the alloy 2090.

Previous attempts to make the 2090 alloy superplastic have centered

around thermomechanical processing to produce a fine grain size. In

order to accomplish this goal the primary objective has been a

redistribution of the T1  phase which tends to precipitate on grain

boundaries during conventional processing. Uniform distribution of fine

T1 precipitates has been achieved by a combination of cold working and

aging treatments. In this manner a reasonably fine grain size of the

order of 20Fm has been attained, which corresponds to the interparticle

spacing of the T1 phase in the microstructure. Transformation of the

structure is considered to be by a discontinuous recrystallization

mechanism involving nucleation and growth of new strain-free grains.

The objective of research at NPS is to use the same methods,

involving cold rolling and aging, to produce the desired distribution of

T Ihase. Subsequent processing however differs from previous work in

that controlled warm rolling is utilized instead of recrystallization

heat treatments. The resultant microstructure is in an essentially

non-recrystallized condition.
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It is hoped that the 2090 alloy will undergo similar microstructural

changes to the Al-Nt]-Li-Zr alloys studies at NPS, such that a

fine-grained structure will develop from the as-tolled structure via a

continuous recrvstallization mechanism both during reheats between

rolling passes and concurrently vith elevated temperature testing.

Continuous recr%stallization is characterized by the development of a

new strain-free microstructure in the absence of nucleation and growth

mechanisms and may result in grains 2-5pm in size.
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III. EXPERIMENTAL PROCEDURE

A. MATERIAL

The alloy 2090-T8A41 studied in this research .as fabricated by

ALCOA. The as received material was a plate with dimensions about 51 x
P.

31 x 4 cm (L x W x T) heat treated to a T8 temper (solution

heat-treated, cold worked and then artificially aged) [Ref. 221, and

anodically coated in a A41 type of coating (architectural class I) [Ref.

23].

Three specimens of size 12.7 x 4.8 x 4.8 mm, each from a different

corner of the plate, were prepared and sent to ANAMET Laboratories Inc.

for chemical analysis. Analysis was performed using atomic absorption

(CuLi), and X-ray (Zr) techniques. The results of this analysis [Ref.

241 reveal only slight differences in composition for Cu and Li and

values are within the specified composition limits. The data are shown

in Table 4.

Table 4
Sample Composition

Cu Li Zr

1 2.52 2.01 0.12
2 2.60 2.03 0.123 2.56 2.04 0.12

Average 2.56 2.0? 0.12
Nominal 2.70 2.20 0.12

B. THERMOMECHANICAL PROCESSING

Billets of dimensions about 41 x 43 x 51 rn ,;ere sectioned from the

plate. They were thermomechanically processed Isinq an initial roid
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working and lower temperature aging treatment followed by warm

rolling. Figure 3.1 is a schematic illustration of the essential TMP

used. The actual processes are tabulated in Table 5, and involve

various cold working and aging treatments in combination with various

'warm rolling procedures to investigate process effects on

microstructure and properties.

I. Solution Treatment and Upset Forging

Solution treatment is intended to produce uniform starting

condition by dissolving the soluble pr2cipitates, placing in solution L,i

and Cu alloying elements. The PI phase (Al3Zr) particles are insoluble

at temperature below the melting range of the alloy.

Table 5
Thermomechanical Processing Schedule

Aging Reheating Time Final Rolling Reduction
Time (hrs) Per Pass (min) Strain Per Pass (mm)

1 0 4 2.4 2.5
2 4 4 2.4 ?.5
3 16 4 2.4 2.5
4 0 30 2.4 2.5
6 4 30 2.4 2.5
7 16 30 2.4 2.5

Solution treatment was performed at 5400C to ensure a temperature well

in excess of the solvus, which for Li is 400°C and for Cu is 4500C based

on the binary diagrams. Time duration was two hours total heating time

of the material.

Hot working, intended further to refine and homogenize the

solution treated material, was conducted at 180 0C. This was

accomplished by u-set forging on heated platens. The TMP conditions are

32
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indicated on a partial Muminum-Lithium phase diagram shown in Figure

3.2. The billets were upset along their greatest dimension, which was

parallel to the rolling direction of the plate, from 50.8 mm height to

25.4 mm thickness. Non uniform deformation after upset forging was

noted, revealing the presence of texture in the material.

At the conclusion of the hot work<inq, the billpts wore reheated

for one hour to ensure that the subscruent quenching temperature Was

above the solvus, and then cold water quenching (about 10 C) was

employed to avoid precipitation during cooling.

2. Cold- Working

The introduction of dislocations during rolling at room

temperature was designed to provide nucleation sites for precipitating

phases, increasing their number and the homogeneity of their

distribution. Each forged billet was sectioned in two pieces and each

piece was rolled in a direction parallel to the longest dimension of the

piece. From an initial thickness of 25.A mm to a final thickness of

22.86 mm corresponded to a total reduction of 10 percent.

3. Ag i ng

Artificial aging was designed to produce a uniform dispersion of

a fine, har, precipitate in a softer matrix-. The selected aging

temperature for the billets was 200°C and the aging times were either

zero, four or sixteen hours. After aging cold .ater quenching was

employed into water at a temperature of about l0C.

4. Warm Working

The warm working temperature range is considered to be between

200 C and the solvus of the alloy [Ref. 25]. The billets were heatod

'Ile1
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from room temperature to 300°C, with a 30 minute total preheating time

and then rolled to completion followed by cold water ouenching at 100 C.

To maintain the isothermal conditions indicated on Figure 3.1 the

billets u; ce reheated between each pass. Two reheating times between

each rolling pass were used, four minutes and thirty minutes.

The reduction per pass during rolling was 2.5 mm corresponding

to thickness reduction of 11 percent the first and about 55 percent

during the final pass. Final thickness was 2.0 and thus total warm

rolling true strain was 2.4. Defects introduced into the alloy during

this step are essential for continuous recrystallization. Warm rolling

also creates zones of intense deformation around the hard precipitates.

Initial attempts to warm roll a billet, aged 16 "hrs in initial

heat treatment, followed by preheating for I hour prior to rolling were

unsuccessful. This billet cracked severely during the first rolling

pass. It is believed that the preheating time allowed excessive

rrecipitation and coarsening of a grain boundary phase. Thus preheating

time was reduced to 30 minutes and no further problems were encountered.

The rolling procedure resulted in a double bulging [Ref. 26] of the edge

with no alligatoring or center splitting occurring.

C. MECHANICAL TESTING

After warm rolling the final sheet thickness was 2 imn. The rolled

sheets were then cut into specimen blanks, to the dimensions riv'en by

Wise [Ref. 26: pp.311, maintaininq the rolling direction as tho
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longitudinal dimension. Elevrated temnerature testin, was conducted

usinc an electromechanical !nstron machine. A Marshall Model 2272

t-.re-zone lIm-hei furnace mounted on the test macnine %,-3s used to

conduct elev-ated temperature testin7 at temneratures of 300, 370, 440

p.,
ana 10 C C. The crosshead s'eeds used were 0.05, 0.5, 5, 0, and 127

rrrm:n correspondina to nominal strain rates of 6.67 x 1O ,

6 : ".O 6.67 :: 10 and 6.67 0- 1 S-: respectively. The chart

s-eeds use: were 5 rmin for the first two crossheads speed arid -5.0,

-08, and :270 rnm/mran for the remaining three speeds respectively. The

conaiticns used fcr tensilc testino are summarized in Table 6.

Actual elonc3tion .as determined by measuring the marked gage

section befcre and after testina. Tnen

Elongation = 00
L 

1
wnere L, is the final length and L the initial length of the gage

0

szcticn. The In--tron stri, chart 7ives the apolied force (bs) versus

c-art motion. A "floatinn slope" .as used to take raw data from the

strir chart, makina corrections for such factors as crip slippaae,

*.ascity of the sample and !nstron comoonents themselves. The

mn-cnification ratio and correction factor used for data reduction are

c;iven by the following formulas:

Magnification Ratio = -

r

'hero c is the chart soeed and 3: is the crosshead speed;

A ctualElongationCorrection Factor =
MeasuredElongation

%'i
," ,' , 4 ." o° ',. .' '''. . ' '' ." "." " ." " -I : " " . .' ." " ." " " . " " . ." ; ." " . " " 

° "
4 "" '' ','''' " fi %



,ere Actual Eloncation = f and Measured Elonation =Horizonta
f 0 f%

f:istrco- b-tw;een "floatin- o-" and P,-nt of zero load on carve from %

stri7 cmnrt, o'ivied b acnnification Ratio.

Table 6
Condition Ueo' for ensile T7ptin

300°C Ci
Strain rate TNP I T . 2 T 6 '7-V 7

6.67 x 10 1 23
6.67 x 10 6 8
6.67 .: :0 9 i0 11 12

6.67 x 10 - 13 14 516
.67 x -017 18 910

6.67 i0 -  21 22

0c 4

6.67 x 10- 25 26

Aet:oca -_atons used for data reduction are as follow7z: %

S = Engineering Stress -

A..

.here P is the load and A is the cross sectional area;
0

L1-L
e = Engineering Strain -"-

= True Strain = ln(1+e)

- = True Stress = S(1+e) I".

AlI rw c ta w-i: analyzed using a computer program, a copy of hich ,

'b Nt
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is included in Appendix A. All reduced data was used for further

generation of graphics using the Easyplot Program.

D. METALOGRAPHY

In support of this research both optical microscopy (OM) and

transmission electron microscopy (TEM) were carried out. In order to

study grain shape and size as well as the second phase shape, size and

distribution, specimens from all stages of the thermomechanical

processing and the as-rolled condition were examined by OM.

T1he specimens were first cold mounted in an acrylic compound and

then polished by wet silicon carbide abrasive papers following a

sequence of 240, 320, 400 and 600 grit. After the rough polishing,

diamond paste followed by final polishing with magnesium oxide was

accomplished. All the examined optical micrographs were obtained after

etching for 45 to 90 seconds in Graff-Sargent etchant followed by 8-14

seconds in Keller's etchant [Ref. 27:pp. 354]. Metallographic

examination was conducted with a ZEISS ICM 405 optical microscope.

TEM specimens were examined from as-rolled and tensile tested

material processed with TMP 2 and TMP 6. Blanks 3 rrm in diameter and

0.25 mm thick were punched from bulk material with the foil normal

parallel to the rolling plane normal. The specimens were prepared for

TEM in the conventional manner using a STRUERS TENUPOL. Operating

conditions consisted of an electrolyte of 25% Nitric acid in methanol at

-15°C to -20°C with an applied voltage of 15 volts which produced a

current of approximately 0.3 A. TE2 ws conducted on a J OL 120 CX

operating at a voltage of 120 KV.
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I . RESL7TS AND DISCUSSION

',

K< cha~:t: r ;.ill examine the effect of tho thermomechanical

-rocessin variabL s on rmicrostructural develoomznt and mechanical

behavior of 2090 allov. Recent research on Al-Mg alloys has

,emonstratcif t. a.. increased reheating time between ,arm rolling passes

facilitates continuous recrvstallization. This resulted in enhanced

suoernlastic response during subsec-uent mechanical testing. Particular

attention was gTiven here to examination of the effect of reheatina time

on microstructure developxment and also mechanical Drocerties.

p.

A. EFFECT OF PROCESSINC ON MICROSTRUCTURE

1. Ontical Microscopy Results

-otical microscopy examination revealed a structure consistino

of elon7ated grains, with second phase precipitation in grain interiors

as .;ell as on grain boundaries. The degree of non-uniformity of

precipitates depended on the 7MP employed, especially upon the reheatin7

time.

a. Acin Time Effect

The prior cold work/aging treatment was intended to initiate

oreci-:itation in --rain interiors. The longer aging times were cxpected

to produce more extensive rcioitation and to result in more uniform

Struct:'re foilio.'inp -P.c How:ever, little or no difference .ttributable

to crior 3-:ins treatments -.as discernibe. '-is may be n in

..-.a naion of the octical micrographs, Fimures r. , 1.3, .. fer

10 '
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material aged for 0, 4 and 16 hrs, respectively. Similarly, the optical

microcra-hs in Figures 4.2, 4.4, 4.6 are for material aced for 0, 4 and

16 >'rs respectively, but reheated for longer times between nasses during

the subseo-uent rolling. Interrvinular precinitation .;as seen in all

sam712s rolled ;:ith four minutes reheatin-, irresoective of prior aging

time. Precipitation was more uniform in material reheated 30 minutes,

J.. betwecn pas sos for all aginc treatments.

b. Reheatinc Time Effect

Comaring the microstructure of those TMPs where only the

reheating time betw¢een w;arm rolling passes is changed, a significant

difference is evident in the microstructure. Comparing ThV1 (A' mins.

reheating time) in Ficure 4.1 with TMP 4 (30 mins.) in Figure 4.2, it

is clear that the longer reheating time results in a more uniform

distribution of the second phase precipitates while the short reheatinc

time maintains the boundary-decorated grain structure. The same

conclusion is reached by comparison of TMP 2 in Figure 4.3 with ThP 6 in

Fiure -. 4, and TMP 3 in Figure 4.5 with TMP 7 in Figure 4.6.

A detailed explanation for this effect cannot be o~fered.

It is likely that the initial cold working and aging precipitates

relatively little of the available Cu and Li. Most of these components

are then available to precipitate in the subsequent warm rolling .The

longer reheating interval may result in a mere uniforn dislocation

substructure, with better defined subgrains because of more time for

recove rv. The precipitating phase may then be able form at nodes in the

VO
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structure and thus becomes more uniformly distributed. Some data on

this was obtained ty TEM to clarify this point.

2. Transmission Electron Microscooy Results

.,-c microstructure of alloy 2090 may contain numerous phases and is

o-pected to be more comnlicated than that seen in the I-Me alloys. LM

revealed the existence of numerous second phase orecipitates of

different shapes, sizes and spacing. The detailed identification of

each of these second phases is beyond the scope of this research.

Transmission electron microscopy was conducted on specimens from TT.m  2

and TP 6, with 4 or 30 minutes reheating time during warm rolling

respectively. Otheriise, processing was identical. These conditions

-.ere e-amined to gain further insight into effect of reheating time.

a. As Rolled Microstructure

Only slight differences in the structure can be seen between

the two rolling conditions. In both cases a high dislocation density is

evident. Comparison by TEN of TMP 2, Figures 4.7 and 4.8, with 7T 6,

shown in Figures 4.9 and 4.10, reveals a higher dislocation density in

TTf 2; on the other hand, there is a better-defined substructure with

greater degree of recovery and precipitation in_ THP 6. These results

support the optical microscopy observations.d sugst that the

straining at warm temperature, and * ifically the reheating time

between rolling passes, is more impor~t in control of the homogeneity

of precipitate distribution than is the initial aging treatment. The

TM study also demonstrates that the longer reheating interval does

result in enhancement of recovery in this alloy. No attempt, however,

48
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-Fiw-,,ire -1.8. Bright field TE1 micrograph of alloy 2090 in the as-rol'
condition processed by TMP 2.
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was made here to evaluate misorientation of the boundaries, as 'one

previously for Al-Mg alloys [Ref. 28].

b. Effect of Heating at 3000C

The warm rolling was done at 300°C following the work done

on the Al-Mg an Al-Mg-Li alloys. Also, highly refine6 microstructures

have been shown to evolve in the Al-Mg and Al-Mg-Li alloys by continuous

recrystallization [Ref. 28]. A similar investigation was done here;

materials used were taken from the grip section of elevated temperature

test samples. The grip sections experienced heating only and thus

illustrate the effect of time at temperature. The corresponding gage

sections then may be used to isolate the effect of deformation. Upon

heating to 300 0C both structures recover further. Figures 4.11 and

4.12, for TMP 2, show some recovery of the material but even so, the

structure is not well developed and remains more like that of the

as-rolled material shown previously in Figure 4.7, with relatively high

dislocation density.

Second phase precipitates still decorate prior grain

boundaries with a uniform distribution present inside the grains. A

continuously recrystallized grain structure has not been achieved as the

microstructure still consists of primarily a subgrain structure. The

intragranular, plate like precipitate observed in Figure 4.11b may be

the 7 (LiCuAl2 ) phase according to descriptions given by Yoshida and

coWorkers [Ref. 29] and Lee and coworkers [Ref. 30].

Recovery and substructure formation is much more clear in

6. At longer reheating time, and when examined at higher

53
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magnification as in Figures 4.13 and 4.14, TM? 6 seems to have a

structure consisting of subgrains rather than grains, based on the

contrast observed in TEM. This structure is more uniform an,

precipitates are well distributed. However, based on the limited

contrast seen, continuous recrystallization has not occurred even .ith

this increased reheating time. The intermetallic phases are not as

coarse as seen in the Al-Mg alloys and since continuous

recrystallizaiton is similar to an advanced mechanism recovery,

processing at a higher temperature may facilitate this recovery and

enhance the likelihood of attaining a continuously recrystallized fine

grain structure.

B. MECHANICAL PROPERTIES

Mechanical testing at elevated temperatures was conducted to

investigate the deformation characteristics of processes TMP 1, TMP 2,

TM? 6 and TMP 7. As previously described in Chapter III, tension

testing was conducted at 300 C using strain rates varying from
6.7. 0 5 to16 .I -  -lI

6.67 x 105 to 1.67 x 10 sec and then at 370 C, 440 C, 510 C using

a sin::c strain rate of 6.67 x 10 sec . The stress vs strain results

of the tension tests are presented graphically in Figure 4.15 for TM? 2

and in Figure 4.16 in TMP 6. Plots for the other processes are included

in Apendix B. The data for the ductility and flow stress as a function

of strain rate as well as stress and ductility as a function of

temQurature will be presented throughout this chapter.
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1. Stress vs Strain Response

. pical Stress-Strain cures at 30°C for M 2 and T-? >.

Figures 4.15 and 4. 16 show softeninz: of the maerial more cronounced 3t

high strain rates. TMP 6, with 70 minutes rehleating time bet'.een

passes, is clo ar" more ductile and .'eaker at low strain rates than T

2 with 4 minutes reheating time. act'y the same r-sults can le fra.-n

:when comparing T . (Fi;'ure BI) :ith M 7 (Figure B_'. Th7si means

that the predominant variable in all -TMs is the reheating time between

rolling passes. Comparison of such behavior at elevated temperature is

normally done by evaluating the strain rate and temperature dependence

of the strenath and ductility.

2. Ductility, Stress vs Strain Rate Response

Ductility vs strain rate data are shown in Figure 4.17 while
a.

true stress vs strain rate data at 0.1 strain are shown in Figure 4.18

- for the four T.MPs at 3000 C. Data for TM 2 show a maximum elongation of

only 75 :ercent and strain rate sensitivity coefficient about equal to

0.2. -MP 6 has considerably higher elongation, with a maximum value

approaching 150 percent and a strain-rate sensitivity coefficient of

about 0.28. Although a superplastic response was not obtained the

beneficial effect of longer reheating time on ductility is evident.

Tnis mechanical response is consistent with the results obtained from

microstructural observations. More ductility is expected for a more

fully recovered and continuously recrystallized structure as observed

with longer reheating time.

Comparison of these results with work by Munro [Ref. 32] shows

the same trend as seen here of increased ductility with longer reheating
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betw:een :arm rolling passes. However, the peak ductility seen in the

Al-.V-Li alloy is greater than '000 percent in conjunction w:ith a larger

value of r-0.4'. This Eugosts that some aspects of alloy composition

nronut recovery and continuous recrystallization.

3. Stress, Ductility vs TemPerature Response

The effect of temoerature on stress at 6.67 x 10 sec strain

rate and 0.1 strain and on ductility at the same strain rate are shown

in Ficure 4.19 and 4.20 respectively. Stress and ductility differences

persist up to 500°C . These differences due to the reheating time are

clear between TT 2 and TMP 6. Longer reheating time again results in

higher ductility and .;eaker material. Elevated temperatures result in

weakening of the material as Figures 4.19, B.2, B.4 and B.5 show for

both ?, 2 and TNT 6.

C. MICROSTIRUCTLRAL ANALYSIS OF DEFORMED CONDITIONS

-N" 2 and TT 6 Gage Section micrographs at lo- and high

magnification are shown in Figures 4.21, 4.22, 4.23 and 4.214

respectively. TMP 2 material has at most a recovered substructure. A

continuously recrystallized grain structure has not been achieved in TMP

6 although the processing has resulted in better defined boundaries.

Both T.MPs retain dislocation substructure as shown on Figures 4.22 and

4.24. Both microstructures also are non uniform. There are regions

1-herea well-recovered substructure exists, with fine precipitates - 0.5

Pn in size, similar to the structure of Aluminum-Magnesiu,-Lithium

alloys where superplastic deformation is successful as documented by
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DUCTILITY VS TEMPERATURE
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Munro [Ref. 32]. There are other regions of larce crain size 3nd

coarser precioitates, much creater than 0.5 Fun in size.

.nese obsc-,aticns =uacest that a continuously recr''st a!!:ze-

structure is attainable in the 2090 alloy, although non uniform

cirtrizutcn 0f allc-ine additions may Dresent a problem. Continuous

recn-staliization is a recovery crocess and thus the reaction rate is

ziffus:on controlled. T hus, 1
rate = B exp(-Q/RT)

":=e. - recovery is the time 3llowed during reheatin-, B is

2cnsta t 0 is the activation energy for the recovery,

roces~ P is the gas constant, and T is the temoerature. From this,

it can be seen that the effect of increased reheating (recovery) time

can also be produced by increased temperature. This would also

coarsenin. o f econo -hae narticles to enhance their

interact.ion the recovering substructure.

-=zS OSSERV'ED

.h2 nreci-itation seouences in Aluminum-Copper-Lithium alloys are

not *'e'l-definef, particularly for the various metastable phases, as

they are mentioned in Chapter II, which may orecede the eauilibrium

...narv anc7 ternary preciaitates in this sv:tem.

.ne phase we might expect to appear in 2090 according to Mondolfo,

Yoshid- and coworkers, Lzee and coworkers, Colvin and coworkers Ref.

[,29,30,31], respectively, are T1 , T2 , ' , S' I and p' wit> more

7' .
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information about them oresented in Table 7. Durino TEM examination.,

elate-like, directional, intra7ranular second chase nrecinitate! :

atoeared in the microstructure and according to the above mentioned b

references there is a strong evidence that this is , (LiCuAI21) phase.

Another p)recinitate e:.h_-itin five-fold diffraction svmmetrv an'

irrecu 1ar shape -.as detected with TEM. According to Cassada -and

cow;or!:ers this is the I-chase of unknoim composition with a comolex.

crystal structure.

Table 7
Possible Phases in 2090

Phase Comoosition Location* S Habit Plane

Li CAl 2  GB, GI Platelike 111

T Li CuAI1 GB, GI Platelike 100
Irregular

CuA. 2  GI Platelike 100

S' LiAl GB, GI Platelike 100

S LiA 3  GI Spherical 11

I ? GB Irregular i00

ZrA-3  GI Spherical

*GB = Grain Boundaries

GI = Grain Interior

p
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V. CONCLUSIONS

A. CONCLUSIONS

The following conclusions are drawn from this research:
I

1.Optical microscocy revealed the following:

a. The fine precipitate produced, likely to be T (Al CuLi), is1 2

more uniformly distributed in the material with the longere

reheating time (30 mins) during warm rolling. With short

reheating time (4 mins) it is seen predominantly at grain

boundaries.

b. Aging time does not significantly change the second phase

precipitate size and distribution.

2. Transmission Electron Microscopy revealed the following-

a. The presence of the I- and T I (Al 2CuLi) phases in the

material with short reheating time during warm rolling only.

b. A fine and uniformly distributed T 2(A.15 Li 3Cu) phase was

present at both short and long reheating times

with a larger volume fraction present for the short

reheating time.

c. Tension tested material rolled with short reheating time,

exhibits a structure approximating to the as-rolled

microstructure, with some dislocation rearrangement in

evidence. A recovered substructure with noticeable

.

misorientation between ugrains ias observed in the
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material rolled :ith long reheating time durine warm

Jrolling.

3. Aging prior to warm rolling does not siqnificantlv affect

the ductility or the strength of the material in subsequent

elevated temoerature testing.

A. Increased reheating time between rolling passes, from 4 to 30

minutes during warm rolling, resulted in:

a. Enhancement of the arm temoerature auctility

b. A decrease in flow stress

c. An increase in the strain-rate sensitivity coefficient

d. A softer and weaker material at a given strain rate as a

function of temperature from 3000C to 470 0C, while at the

highest test temperature used the two conditions were

identical in behavior.

5. Effects of the increased reheating time persist at least to

450 C, resulting in higher ductility for a given strain-rate.
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...e fo11o~:i:ic _re reccnmendations for further study:

1. Conduct the same eri:s of e:oriment-- Aone in this research

but utilizing hicher .-rm rolling and tension test temperaturos,

Tb0C and -00°C. The results should be compared .,ith the w:or: of

H. Yoshida and o.or,-,rs [Ref.29] in which superolasticitv ..as

*-ctained in the above temperature rance.

; arn roll the material using the light reduction schedule, to

study the effect it has on the ductility and strength of this

4.loy.

3. Conduct the same series of experiments done in this research

using uniformly cold worked material with thickness reductions

of 0%, 1%, 20/, 30,., 5?', and 15%, to study the effect of cold

working on the T, phase morphology and distribution.
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